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Installation

One of the most important
preconditions for successful
installation is careful planning and
subfloor preparation

Trace the shape of a doorpost to the
linoleum with the help of a scribing bar

Trimming the top edge with a hooked
knife

Rubbing down the sheets with a
rubbing iron, a device covered with
needle felt

Milling out the joint

Testing the moisture content of the
substrate and checking temperature
and relative humidity in the room

The floorcovering is cut along the

scored contours

The seam should never fit too tightly.
There should be a space of approx.
0.5mm between adjoining edges when

sealing

...or with a roller which, due to the
gauge of the rollers, exercises
sufficient pressure even where slight
irregularities occur

Sealing with a manual hot air gun
welder

The sheets are cut to size, marked,
loosely re-rolled and placed upright to
acclimatize to conditions in the room

Cutting the first edge of the sheet is
best done with a linoleum edge cutter
or strip trimmer

Folding back the trimmed sheets,
either half-way back in the case of
rooms or lengthways in the case of
corridors etc.

Remaining air bubbles should be
rubbed down with an appropriate
smoothing tool

For large contract projects it is worth
using an autimatic welding machine

The loosely-laid sheets are cut in,
around a radiator in this case, after
enxuring the subfloor is flat and
smooth

The safest way of cutting a seam:
mark the top sheet with an under and
over scriber guided along the trimmed
edge

Adhesive must be applied in such a
way that the strips of adhesive cover
the entire backing of the floorcovering

A useful tip if the trapped air cannot be
forced out laterally: make a small hole
with the point of blade in a dark
section of the pattern, press out the air
and once again firmly rub down the
covering at this point

The weld rod is trimmed in two
operations, first with the trimming
guide fitted, then with the bare blade



Maintenance

1. General requirements
To ensure your floor retains its original appearance for as long as possible, follow these basic rules:

e ltis very important to make the correct selection in case of floorcoverings. Dark and patterned floorcoverings are generally better
in this regard than light and low-contrast colours.

« Allflooring should be cleaned regularly for hygienic and aesthetic reasons and to maintain its value.

» Remove soiling as soon as possible as it increases wear and may also cause discoloration of the floorcovering.
* Reduce the amount of dirt brought into the building by means of using adequate size dirt trap zones.

* Remove grit from the surface as it will have an abrasive effect on the surface of the flooring.

o During the construction work the flooring should be kept covered to protect it.

e Abrasives or strong solvents should not be used for cleaning.

* The cleaning frequency depends if the area is of normal or heavy use. The entrance or areas of heavy use should be cleaned more
often than areas of light use.

2. Choice-of cleaning and care products

Itisimportant to use cleaning and care products from one system. Observe the manufacturer's product-specific instructions for use
and consult the manufacturer of the product if necessary. Information about the usability and compatibility of products is the
responsibility of the respective manufacturer, who will be pleased to provide further details.

3. Initial treatment on completion of installation

Remove construction soiling by vacuuming or sweeping the floorcovering.

¢ With minor soiling wet cleaning is recommended, with a neutral or alcohol-based cleaning agent being added to the water.

* Heavy soiling can be removed either with a cleaning or a single-disc and a neutral cleaning agent. Alternatively, suitable thorough
cleaners can be used. The floorcovering is neutralised with clean water.

If required, the dry floorcovering can be polished with a single-disc machine (speed between 300 and 1000 rpm).

Basically, no initial consolidation treatment is required. Significant cost savings can be made in comparison with conventional

floorcoverings as there is no waiting time required.

If additional surface treatment is to be applied to the floor, thorough cleaning should be carried out with a green 3M pad. After
vacuuming off the accumulated dirt, thorough neutralisation should be carried out by rinsing the floorcovering with clean water.
Allow floor to dry off completely. This procedure prevents any problems with adhesion of the treatment product. For slip-resistant
Accolade Safe Plus floorcoverings care actions with self-shine emulsions or dispersions is redundant, since this reduces slip
resistance.

4. Treatment

4.1 For Armstrong Flooring PUR or Linoleum LPX

Although consolidation treatment is not necessary for Armstrong Linoleum, Luxury Vinyl and Vinyl floorcoverings with a factory-
applied PUR reinforcement or Armstrong Linoleum LPX after the thorough cleaning on completion of installation, it is however
possible if required.

After initial cleaning, consolidation treatment should be /carried out on the dry flooring. This reduces the effects of mechanical and
discoloration processes on the floorcovering surface and simplifies routine maintenance.

Linoleum PUR, Vinyl PUR flooring:
If a coating is required the surface should be treated with scuff-resistant, waterproof emulsions or polymer dispersions. For optical

reasons satin finish should be preferred. After drying, the cleaning agents leave thin coating on the floorcovering which provides a
basis for routine cleaning.

5. Routine maintenance

The correct procedure to be used will depend on the degree of soiling, and the requirements on hygiene and cleanliness. If the
degree of soiling is low, a dry buffing regime can be used. This reduces the costs of care and is easy on the environment due to the
low level of chemicals involved.

When using wet/damp methods for Armstrong Flooring with PUR reinforcement neutral or alcohol-based cleaning agents

recommended by the respective manufacturer are added the water. If the floorcovering has had a consolidation treatment, the
products used for regular cleaning have to be selected according to the surface treatment chosen.
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Maintenance

5.1 Dry cleaning
Regular dry cleaning is carried out using a fleece cloth holder with an impregnated fleece or micro fibre cloth inserted.

5.2 Wet/clamp methods
Damp mopping
Light soiling involving loose or easily detached dirt is removed using damp mopping equipment with slightly dampened mop pads.

Here the surface of the floorcovering is completely moistened with the mopping water (add cleaning product to water according to
manufacturer's instructions) without leaving a layer of water on the floorcovering.

Wet mopping

With wet mopping apply sufficient water to initially leave a thin film of water on the floorcovering. After this has taken effect, even
stubborn dirt will have been detached and can be removed with the mop rinsed in the water and wrung out.

This method does not require any machines, just a double bucket on wheels with a wringer and mop. After the cleaned surface has
dried off, it can be polished if required with a single-disc machine (300 to 1000 rpm) and a beige or red 3M pad. In areas subjected to
regular wet disinfection, it is recommended adding suitable disinfectants to the water.

5.3 Spray-cleaners

Spray cleaners are used to provide local intensive treatment ''of stubborn stains or marks left after mopping. Combined
cleaning/care products (cleaners) are sprayed onto the marked area and it is then best treated with disc machines using soft
cleaning pads. Please do not use hard sponges or abrasives as this might damage the PUR reinforcement.

5.4 Mechanical cleaning

For large areas there are cleaning machines which perform scrubbing (soft brush or red pad) and vacuuming in one operation. This
process works in the same way to wet cleaning. A suitable mechanical cleaning agent is added to the water according to the
instructions of the cleaning agent manufacturer. The vacuuming device on the machine should be set according to the instructions
of the equipment manufacturer.

6. Periodic cleaning
6.1 Thorough cleaning

Thorough cleaning may become necessary with extremely stubborn stains or to clean off built up deposits of normal cleaning care
products. This will be dependant on the usage and traffic levels of the floorcovering.

Thorough cleaning is carried out after application of the relevant cleaner (water with a cleaner of ph-value max. 9-10, depending on
the flooring), with a cleaning or single-disc machine and a 3M pad or a pad suitable for the coating. After vacuuming off the
accumulated dirt, the floorcovering should be rinsed thoroughly with clean water and allowed to dry off completely.

Furniture should therefore be fitted with soft pads underneath, e.g. felt slides. To prevent damage to floorcoverings occurring
specifically in schools or similar heavy duty properties, it must also be ensured that the feet of the chairs are not abrasive or have
sharp edges. For this reason, school furniture should have protective ends on the feet e.g. soft or polyurethane pads. Furniture slides
should be cleaned as regularly as the floorcovering itself and checked for damage, replacing where necessary.



Accessories

1. Weld Rod

Solid color vinyl weld rod intended for heat welding of vinyl seams. Color
shall be compatible with field color of flooring or as selected by Architect to
contrast with field color of flooring.

Color selected from the range currently available from Armstrong World
Industries, Inc.

2. Flexible Vinyl Skirting

Flexible vinyl skirting with a coved base (toe) and tapered top edge for use as
a finish with smooth flooring. Available in 100mm height and 1.5mm thick
and 15 meter cails.

3. Wall Capping Strip

Finishing strip to cover the exposed edge of vinyl on vertical surfaces, either
vinyl wall sheeting or coved flooring. Available in 25mm width x 3mm thick x
15 meter coils

4. Tile Trim

Reducing strip that provides a flush finish at floor covering edges tapering
down for a neat finish with floor. Available in 2mm, 3mm or 5mm thickness x
25mm width x 15 metre coils.

5.CoveFillet

Properly shaped coved section to act as a supporting base for coved sheet
vinyl flooring. Available in 20mm x 20mm and 15 metre coil.

6. WedgefFillet

A diminishing strip used to equalise the thickness difference between coved
floor vinyl and Wallflex wall vinyl.

Forms the basis of the Armstrong hygienic vinyl system allowing a fully heat
welded installation. Available tapered from 0.75mm to 0.1mm x 45mm wide
in 25 metre coils.

7. Stair Nosing

This profile is designed to fit snugly to the nose of stairs to give a slip
retardant finish. Mainly used in conjunction with vinyl flooring on treads and
risers. Available in 2.5 meter lengths x 4mm thick. Tread is 64mm wide,
nosingis 28mm Deep.

Wall capping

Cove fillet
(20mm X 20mm)
Vinyl Flooring

0
00000' 00 ‘00
' NN
YR
0\00 "0000

=2
—

|
0,0y Dol
000'0000”00 '00
AL
0"0/0000 \h

000
]

0

)

=y

0

[ Wallflex

f———— Wedge flet

_

Cove fillet
(20mm X 20mm)

Vinyl Flooring

=2
—

|

00000, 00 00 000'000' (:03000000

0'00 0000l°l\000 0000 0'00 [}

| 0 0 oo |
\nU ',Mo 00' 0] ,0000 \ﬁ0

_

«——— Feather edge skirting

l_ Vinyl Flooring

7

b, 0

N
0'0000000'0 O
\0 "0000

|
000' 00000000
000'0 '00 [}
AR
ﬁﬂo; 00 \0

=2
—

)

=

63



64

Warranty

Products

Armstrong warrants it's regular (first quality) commercial floor products to be free from manufacturing defects for
five years from the date of purchase. This warranty is extendable to ten (10) years should the recommended
Armstrong Engineered Installation Systems be followed.

Installation

Armstrong warrants the installation integrity of these products for ten (10) years from the date of purchase.
Installation integrity means that the products are installed according to the Armstrong Engineered Installation
Systems manual. This manual is revised on a yearly basis, and floors must be installed according to the
recommendations contained in this manual that is current and available at the time of installation.

Terms

If a defect covered by this warranty is reported to Armstrong in writing within ten years of purchase, Armstrong
will supply new material of the same or similar grade sufficient to repair or replace the defective material.
Armstrong will not pay labor costs. Armstrong will not pay labor costs to repair or replace materials with defects
that were apparent before or at the time of installation.

Exclusions
The following are not covered by this warranty:
Improper installation
Differences in color between products and samples or photographs

Indentation from improper loading including high heels, spiked shoes, rolling loads, chairs or other furniture
not using floor protectors

Discoloration

Failure of the floor to adhere to the subfloor due to, for example, moisture, alkaline or hydrostatic pressure
from the subfloor

Inappropriate end user activities.

There are no warranties beyond this expressed warranty. All other warranties, including warranties of merchantability
or fitness for a particular purpose, are excluded.

Armstrong excludes any liability for lost profits or any other indlirect, special or consequential damages. The remedies
contained herein are the only remedies available for breach of this warranty.

Warranty owner
This warranty extends only to the original end user.



Resistance to Staining and Reagents

O:No Stain  1:Slight 2: Moderate 3:Severe Bl:Bleaching D:Duling S:Softening R: Reagent left a residue

LINOLEUM VCT LVP SHEET
Linodur, Marmorette EXCELON® Rhino Plus Stone Collection, HOMOGENEOUS
Rhino Collection Solid, Accolade Plus,

Favorite Ovation

With NATURCote™

Acetone 0 0,S,D [0} 0,D
Chloroform (] 0,8,D [¢] 0,D
Ethyl Acetate (0] 0,S,D (0] 0o,D
Ethyl (Denatured) Alcohol (0] 0,D (0] o,D
Ethyl Ether (0] 0,D (0] 0,D
Ethylene Glycol (Antifreeze) (0] (0] (0] (0]
Formaldehyde - 10% (0] (0] (0] (0]
Gasoline (0] (0] (] (]
Isopropyl Alcohol (0] 0,D (0] 0,D
Kerosene (0] (0] (] ]
Methylene Chloride [0} 0,S,D [0} 0,D
Methyl ethyl ketone (M.E.K.) 0,D 0,S,D [0} 0,D
Mineral Spirits (0] (0] (0] (0]
Perchloroethylene (0] 0,D (0] (0]
Toluene (o] 0,8,D (o] 0,D
Trichloroethylene (0] 0,S,D (0] 0,D
Turpentine 0 0,D 0 0,D
Xylene [0} 0,S,D [0} 0,D

Ammonium Hydroxide — 30% (0] (0] (0] (0]
Potassium Hydroxide — 15% 0,D 1,D (0] (0]
Sodium Hydroxide - 50% 0,D (0] (0] (0]

Acetic Acid - 28% [0} 0, Bl [0} 0
Acetic Acid - Glacial 0 1,D [0} 0,D
Hydrochloric - 38% (0] o, Bl (0] 0,D
Lactic Acid - 10% (o] 0,BlL,R (o] 0,D
Nitric Acid - 15% (0] 0,Bl (0] o,D
Phosphoric Acid - 85% [0} 0,BL, R [0} 0,D
Sulfuric Acid - 40% [0} 0,BILR [0} 0
Sulfuric Acid - 10% (o] 0,BlL,R 0 (o]

Calcium Chloride - Sat'd
Copper Sulfate — 10%
Ferric Chloride — 10%
Silver Nitrate — 1%

O O O O
NN =2 O
O O O O
O O O O

Aniline Blue - 2.5%

Auramine Rhodamine

Basic Fuchsin

Betadine ®skin Cleanser
Betadine Solution — 10%
Bromcresol Green

Carbol Fuchsin

Eosin - 1%

Gentian Violet - 2%
Glutaraldehyde

lodine Tincture

lodine Gram Stain

lodoform - 1%

Lugol’s Solution

Merthiolate Tincture

Methylene Blue

Picric Acid - 1%

Potassium Permanganate - 0.5%
Tincture of Benzoin

Urea Solution (0]
Wright's Blood Stain 3
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Resistance to Staining and Reagents

O:No Stain  1:Slight 2: Moderate 3:Severe Bl:Bleaching D:Duling S:Softening R: Reagent left a residue

LINOLEUM VCT LVP SHEET
Linodur, Marmorette EXCELON® Rhino Plus Stone Collection, HOMOGENEOUS
Rhino Collection Solid, Accolade Plus,

Favorite Ovation

With NATURCote™

Pretresol - Pre-injection [0} 0,D 1 0
Kelcavex — Cavity (0] 0,D (0] o,D
Kelspecial ®- Arterial o 0D 0 0
Presinol - Arterial (0] (0] (0] 1

Clorox [0} 0,D 0 0, Bl
Comet® Bathroom Cleaner 0 0,D [0} 0
Hydrogen Peroxide (0] 0,D (0] (0]
Lysol® Liquid Disinfectant o 0D 0 o

Catsup (0] (0] (0] (0]
Coffee - Hot Black (0] 1 (] (0]
Cola Drink (0] (0] (] (]
French Dressing (0] (0] (6] (]
Mustard 2 2 1 2
Red Food Color 2 1 2 2
Red Wine (0] 1 (0] (0]
Soy Sauce (0] (0] (] (0]
Spaghetti Sauce (0] 1 (] (0]
Tea - Hot Black (0] 1 (] (o]
Tomato Paste (0] (0] (] o]

Ball Pen Ink

Carbon Paper Smudge
Fountain Pen Ink

Lead Pencil

Permanent Black Marker
Photo Copy Toner (Powder)
Red Crayon

ONMO W=+ 0O =
- DO W= NN
ONM O wWwOoOoOOoN
O WO Ww-—=+ 0N

Red Tempura Paint

|

Beef Tallow - Hot (0] (6] (]
Canola Oil 0 0 (o] ¢}
Cottonseed Qil (] (¢} (] 0
Brake Fluid 0 0,D [0} 0
Dextron Transmission Fluid (0] (0] (] (]
Mineral Oil (o] (o] (¢} (o]
Qlive Ol (o] (0] (o] 0
SAE #10 Oil (0] (0] (6] (0]
30 wt. Non-Detergent Oil o] (0] (0] ]
Used Motor Oil (o] 1 (] (]

Asphalt Driveway Sealer 3,R 1 3,R 3,R
Blue Chalk (0] 1 1 1
Black Rit Dye 3 3 1 3
Eye Shadow 0 (0] o o
Hair Color 3 3 2 3
Lipstick (0] 2 (] 1
Perfume 0 1 (0] 0,D
Red Candle Wax 2,R 2,R 2,R 3,R
Red Nail Polish 3R 3,R 3R 3,R
Shoe Polish - Liquid Brown 0 1 1 1
Shoe Polish - Paste Brown 2,R 3, R 3, R 3,R

Samples were tested as manufactured (no additional surface treatments). All samples were exposed to Betadine” is a registered trademark

reagents for four hours (uncovered), then cleaned with a neutral commercial cleaner and cotton cloth. A of Purdue Products, L.P

key for interpreting results is found above. It is important to note that in some cases residual stain, Kelspecial® is a registered trademark

residues and surface dulling may be further reduced or eliminated with different or more aggressive of Kelco Supply Company

cleaning procedures and/or cleaning agents than the common method used for this multi-product Clorox” is a registered trademark

comparison. For further details on appropriate cleaning methods and care for specific products, please of The Clorox Company

consult the care and maintenance guidelines for the specific product at armstrong.com/flooring. Comet* is a registered trademark

of The Comet Products Corporation
Lysol” is a registered trademark
of Linden Corporation
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